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M16 IP67

M16 IP67
Series 723

Contacts 2–19

Thread M16 x 0,75

Rated current 7–3 A

Rated voltage 250–60 V

Degree of protection IP67

Contact plating Ag

Termination solder, crimp, with single wires

Wider field of applications especially with thicker front 
panels

Intermateable with all M16 cable parts

M16 IP67 Panel Mount Connectors with Square Flange

Available from July 2016 on
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4 09 0111 370 04
5 09 0115 370 05
6 DIN 09 0123 370 06
7 09 0127 370 07
8 DIN 09 0173 370 08

4 09 0111 320 04
5 09 0115 320 05
6 DIN 09 0123 320 06
7 09 0127 320 07
8 DIN 09 0173 320 08

2 09 0104 300 02
3 DIN 09 0108 300 03
4 09 0112 300 04
5 09 0116 300 05
6 DIN 09 0124 300 06
7 09 0128 300 07
8 DIN 09 0174 300 08
12 09 0132 300 12
14 09 0454 300 14
16 09 0508 300 16
19 09 0464 300 19
4 09 0112 370 04
5 09 0116 370 05
6 DIN 09 0124 370 06
7 09 0128 370 07
8 DIN 09 0174 370 08

4 09 0112 320 04
5 09 0116 320 05
6 DIN 09 0124 320 06
7 09 0128 320 07
8 DIN 09 0174 320 08
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M16 IP67

Description Drawing

Male panel mount connector, rectangular flange, solder

Male panel mount connector, rectangular flange, crimp

Male panel mount connector, rectangular flange, with single wires

Female panel mount connector, rectangular flange, crimp

Female panel mount connector, rectangular flange, solder

Female panel mount connector, rectangular flange, with single wires

Contacts Ordering-No.
2 09 0103 300 02
3 DIN 09 0107 300 03
4 09 0111 300 04
5 09 0115 300 05
6 DIN 09 0123 300 06
7 09 0127 300 07
8 DIN 09 0173 300 08
12 09 0131 300 12
14 09 0453 300 14
16 09 0507 300 16
19 09 0463 300 19




